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ECA Series

Stylish Floor Standing Cabinet

The ECA Series is an economic, lightweight, multi-function floor standing
cabinet. It maintains the same stylish appearance and the remarkable
functions of our best selling ServerMaster & NetworkMaster Series.

lbatures

Heavy Duty Modular Framework

Stable and strong modular framework
to provide max. 800kg load rating.

Guaranteed Compatibility

HP/ Compaq * SUN
DELL + IBM + CISCO

Guaranteed compatible to all 19" mounting
standard equipment with IEC60297 standard
including servers, switches and other IT
equipment.

Cable & Power Management

All power strips and cable management latches
can be installed within the recessed channels
which optimize the packing density, and minimize
the hindrance to access the 19" mounting angles.

Unit Identification Markings

Clear unit markings are printed on each mounting
angles for easy and convenient installation.

True 66% Perforation Cladding

High precision honeycomb perforation offers a true
66% rated ventilation surface for an optimum air
flow to the hardware. Other options of cladding
such as glass door, vertical split door, etc. are also
available.




ECA Series

Information

Order Effective Height* | Overall Height Width Depth
Code U mm inch mm inch mm inch Export packing with
ECA4566 45U 2207 87" 600 24" 675 27" assembly instructions — i
ECA4568 2207 87" 600 24" 875 34" 3
ECA45610 2207 87" 600 24" 1000 39" '=§ !
ECA4588 2207 87" 800 31" 875 34" i
ECA45810 2207 87" | Boo 31" | 1000 39"
ECA4266 42U 2073 82" 600 24" 675 27! E
ECA4268 2073 82" 600 24" 875 34"
ECA42610 2073 82" 600 24" 1000 39"
ECA4288 2073 82" 800 31" 875 34"
__ECA42810 2073 82" 800 31" 1000 39"
ECA3966 3g9u 1940 T 600 24" 675 27"
ECA3968 1940 77" 600 24" 875 34"
ECA39610 1940 77 600 24" 1000 39"
ECA3988 1940 77" 800 31" 875 34"
ECA39810 1940 77" 800 31" 1000 39"
ECA2766 27U 1407 56" 600 24" 675 27"
ECA2768 1407 56" 600 24" 875 34" -
ECA2769 1407 56" 600 24" 1000 39"
ECA2166 21U 1141 45" 600 24" 675 27"
ECA2168 1141 45" 600 24" 875 34"

These order codes are without front and rear doors.
Please add suffix to specify the types of doors.

Suffix for Door options Suffix
N1L1 N1L1/xP P1P1 V1P1 IXA
N1L1 . Basic Frame + Glass Front + Vented Rear + Plain Sides
N1L1/xP . Basic Frame + Glass Front + Vented Rear
P1P1 . Basic Frame + Perforated Front + Perforated Rear + Plain Sides
ViP1 Basic Frame + Vented Glass Front + Perforated Rear  + Plain Sides
XA Basic Frame
Basic Frame _ Frameworks _Front & Rear Frames, Top & Base, Horizontal Members, 19" angles u L] L L L]
Front Door Glass Toughened Transparent Glass L L] - A =
Vented Glass Vented Strips Toughened Transparent Glass - - - | -
Perforated  66% Perforation Rate, Single — - ] - -
Rear Door Vented Steel Top & Bottom Vented L u — - -
Perforated  66% Perforation Rate, Single = — | ] | | -
Side Panel Plain | ] - [] [] -

Basic Frame Configuration:

* Front & Rear Frame Set ;441
* Top Panel with Removable Gland Plates |
* Fully Opened Base Unit with Rear Cable Entry Hole x1
* Fully Adjustable 19" Vertical Mounting Angle x4
* Top Dropped Fan Tray with 3 fans (2 fans for 675mm deep models) x1
* Full Height 75mm Wide Cable Tray x1
* Heavy Duty Castor x4
* Leveling Feet x4
* B-way UK13A Plastic Case Power Strip x1
* MG Panel Fixings (50 pcs. Cage Nuts and Screws) x1
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ECA Series

19& Dimension

ECA 600
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ECA Series

m& Dimension

ECA 800
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me'ﬁessories

Fixed Shelf
Description Vented Fixed Shelf
Loading : 50kg, 100kg
Order Code Mounting Depth Loading
MG/SV39-v2 19" 390mm  for 675mm or deeper rack 50 kg
MG/SV45-V2 19" 450mm__for 875mm or deeper rack 50 kg
MG/SV58-V2 19" 580mm  for 875mm or deeper rack 50 kg
MG/SVT1-V2 19" 710mm__ for 1000mm or deeper rack 50 kg
MG/HDSV45-v2 19" 450mm___ for 875mm or deeper rack 100 kg
MG/HDSV58-V2 18" 580mm__ for 875mm or deeper rack 100 kg
MG/HDSVT71-V2 19" 710mm__ for 1000mm or deeper rack 100 kg
Sliding Shelf
Description Vented Sliding Shelf
Loading : 35kg, 90kg
Order Code Mounting Depth Loading
MGITSV39-V 19" 390mm  for 675mm or deeper rack 35 kg
MG/TSV45-V 19" 450mm__ for 875mm or deeper rack 35 kg
MG/TSV58-V 19" 580mm__ for 875mm or deeper rack 35 kg
MG/HDTSV71-V 19" 710mm__ for 1000mm or deeper rack 90 kg

Roof Mounted Fan Tray

Description : Top Dropped Roof Mounted Fan Tray

No. of ways 2, 3 ways

Order Code Air Flow
35-RMF2/220 2 ways AC 220V Ball Bearing Fan 180 CFM
35-RMF3/220 3ways  AC 220V Ball Bearing Fan 270 CFM

Basic & Metered Power Distribution Unit

Description Basic & Metered Power Distribution Unit
Standard UK, IEC
Approval B51363, BS5733
Case Plastic, Aluminum

Socket Digital Power Main Power
Order Code No. of ways  Standard Angle  Style Ammeter  Cord Plug Rating
LEB 6 UK 90  Vertical . 3m BS1363 13A
RDEL-B B UK 0 Harizontal . Im BS1363  13A
AD12UK-R13-B 32 UK 45 Vertical - 3m BS1363  13A
AD12UK-R25-A-B 12 UK 45  Vertical u 3m . 25A
AD20UK-R32-A-B 20 UK 45 Vertical L am - 32A
AD12IEC-N15-B 12 IEC 0 Vertical - 3m - 15A
ADZ0IEC-N32-A-B 20 IEC 0 Vertical L 3m . 324

Cable Management Panel
Description . Cable Management Panel
Material Steel
Order Code Mounting Height Type
CMP1 19" 1U Cable Management Panel with cover
CMP2 19" 2U Cable Management Panel with cover
JRP1 19" U Jumper Ring Panel (5 rings)
JRP2 19" 2U Jumper Ring Panel (5 rings)
Baying Kit

Description Baying Kit
Material Steel
Order Code Oty
MG/B4-B Baying two cabinets side by side set of 4
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General
Height  (U) 45U 42U 39U 27U 21U
Width (mm) 600 800
Depth  (mm) 675 875 1000
Loading 800 kg static load
Mounting Standard IEC60297 EIA-310
Colour RAL9011 Black
Finish Epoxy powder coated
Framework
Front & Rear Frame 1.5mm thick Steel, 120mm Deep
Top Top dropped interchangable gland plates (Plain / Brush Strips / Fan Tray)
Plinth Fully opened
19" Angles 2.0mm thick steel, IEC60297 standard, fully adjustable, with unit identification
Auxiliary angles 2.0mm thick steel, fully adjustable (for 1000mm deep models only)
Front Door
Glass Door Toughened transparent glass, 180 degrees opening, left or right hinge reversible
Perforated Single Door 66% Perforation rated pattern, 180 degrees opening, left or right hinge reversible
Rear Door
Vented Steel Door Top, middle & bottom vented, 180 degrees opening, left or right hinge reversible
Perforated Single Door 66% Perforation rated pattern, 180 degrees opening, left or right hinge reversible
Side Panel
Plain Plain steel, lockable
Cable Entry
Top Removable gland plate (with brush strip option)
Plinth Fully opened

Standard Accessories

Fixed Shelf 390mm 450mm 580mm 710mm
50 & 100 kg loading
Sliding Shelf 390mm 450mm 580mm 710mm

35kg & 90kg

Power Distribution Unit

6way 12way 20way

Plastic or Metal case

Vertical (Zero U) & Horizontal (1.5U)

Basic, Digital metered

IEC UK

13A  25A  32A  (BS1363, BS5733 approved)

Fan Tray

2way 3way (max. 2 fan trays can be installed per cabinet)

Earth Bar

10 way Copper Bar

Cable Management

U 2U Cable Management Panel

U 2U Jumper Rings Panel

75mm  150mm 300mm wide full height cable tray

Panel Fixings

M6 screws and cage nuts
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